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1. Purpose

JAPIA Standard Material Datasheet (JAPIA Sheet) is the sheet agreed by JAPIA Sheet
Liaison Group*1 including Japan Auto Parts Industries Association for studying the
materials and substances included in products to meet environmental rules.

This manual is created to explain specifically and simply how to enter data to support data

entry to JAPIA Sheet.

x1  JAPIA Sheet Liaison Group
Japan Auto Parts Industries Association (JAPIA)
Member companies of Japan Construction Equipment Manufacturers Association (CEMA)
Member companies of Japan Industrial Vehicles Association (JIVA)

Member companies of Japan Agricultural Machinery Manufacturers Association (JAMMA)

Homepages that post the JAPIA Sheet

JAPIA Web site https://www.japia.or.ip/

CEMA Web site http://www.cema.or.jp/

JIVA Web site http://www.jiva.or.ip/
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2. System Requirements

To use the JAPIA Sheet, it is necessary to have an environment that satisfies the following

requirements for both hardware and software. Also, it is prerequisite to meet operational

conditions with the combination of the following Microsoft Windows (OS) and Excel

(Software) version.

Hardware

< Windows8.1 >
CPU:
Memory:

HDD capacity:

< Excel 2013 >
CPU:
Memory:

HDD capacity:

< Windows10 >
CPU:

Memory:

HDD capacity:

< Excel 2016 >
CPU:
Memory:

HDD capacity:

< Excel 2019 >
CPU:
Memory:

HDD capacity:

Software

1GHz or faster 32 bit (x86) or 64 bit (x64)
1GB or higher (32 bit) or 2GB or higher (64 bit)
16GB or higher (32 bit) or 20GB or higher (64 bit)

1GHz or faster
1GB or higher (32 bit) or 2GB or higher (64 bit)
3GB or higher

1GHz or faster 32 bit (x86) or 64 bit (x64)
1GB or higher (32 bit) or 2GB or higher (64 bit)
16GB or higher (32 bit) or 20GB or higher (64 bit)

1GHz or faster
2GB or higher
3GB or higher

1.6GHz or faster, 2core
4GB or higher
4GB or higher

Operating software: Windows 8.1 or later

Target Excel: Excel 2013 SP1 or later (Japanese and English versions)
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3. Time Limit for Operation

JAPIA Sheet has a time limit for its operation as it must use the latest external sheet. When
it passes the time limit, the functions to select entry data or check errors become invalid,
and no longer available.

For the combination of JAPIA Data input form / External list, and the time limit, please refer

to the following table.

List of time limits of JAPIA Sheet

Time limit for

Version Release date File name of Data input form File name of External list )
operation

4.00 May 1st, 2020 JapiaSheet_EN_200501.xlsm EXLIST-2020-05-01EN.xlIsx October 315t 2020

4.01 October 152020 | JapiaSheet EN_201001.xlsm EXLIST-2020-10-01EN.xlIsx April 30t 2021

1 April 1512021 1 EXLIST-2021-04-01EN.xlIsx July 31st 2021

1 July 15t 2021 1 EXLIST-2021-07-01EN.xlIsx October 315t 2021
4.02 October 15t 2021 JapiaSheet_JP_211001.xlsm EXLIST-2021-10-01EN.xlIsx April 30t 2022

1 April 15t 2022 1 EXLIST-2022-04-01EN.xlIsx July 31st 2022

1 July 1t 2022 1 EXLIST-2022-07-01EN.xlIsx October 315t 2022
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4. Data Entry Procedure

4.1 Obtain the JAPIA Sheet

E3Z) EXLIST-2020-05-01EM.xlsx
@ JapiaSheet_EN_200501.xlsm—m0— |

External list (This file name is just for reference)

Data input form (This file name is just for reference)

o Preparation

It is necessary to obtain the latest JAPIA Sheet (‘Data input form’ and ‘External list’) (Refer to P.4), and

save both files in the same folder. These two files must be saved in the same folder to make Excel
macro software work.

Notice!

Do not change the file name of the External list as it will not work normally if it is changed.

Also, please do not include the external list of different versions/ languages in the same folder.

o Starting procedure

Double click the ‘Data input form’ and enter a password.

Password ? X
‘lapiaSheet_EN_200501.xIsm’is protected.
Password: l
OK Fv el
Notice !

@ Enter the password in lower-case alphanumeric.

@ As to the password, contact a requester for the study. Cares must be paid to prevent the
password from being leaked to irrelevant third parties.

@ External list does not open. For material information, refer to ‘Appendix: External List Abstract’

‘Data input form’ consists of four types of sheets.
| No | Sheetname |

Function
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1 Cover Overview of the JAPIA Sheet

2 Entry Input, Error checking, File 10

3 Description Description of cells in Data input form
4 MESSAGE Display Error check result

When you receive a CSV file named a part No. for study from a requestor for studying CSV, it is necessary
to import the file to the JAPIA Sheet. Please save the CSV file in an appropriate folder.

| 1234567890.c5v
E3=) EXLIST-2020-05-01EN.xlsx
@ JapiaSheet EN_200501.xlsm

When clicking ‘Import CSV’ button in the sheet named ‘Data input form’ in the JAMA Sheet, it is able to

import the data. \
Data check I Import G3Y | Export as G3Y | Delste all

(1) Basic information

Autonabile

tem Supplier code Supplier Name Due Date Reply Date
manufacturer code T -

Catatype | ASCIcharacters | ASCH characters ASCl characters ASCH characters | ASCH characters
Entered by: | requestor or supplier | requestor or supplier requestor or supplier requestor or supplier supplier

Notice !
@ When importing CSV files, confirm that data is not entered in the Data input form before clicking
‘Import CSV’ button.
@ It is possible to import the existing report data of old version (Old version includes JAMA/ JAPIA
Standard Material Datasheet). When an error occurs with error check due to a change to the
External list in line with JIS revision, etc., it is necessary to modify the data.

® When editing and saving CSV files with Excel, data is damaged. Therefore, data should not be
edited with Excel.
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111 2e222

1111100000 PLATE SUB-ASSY NUT . WELD (S25C)

1111111111 PLATE (SPCC) welded with

1111122222 NUT and Zn plating, /

Trvalent Chromium Fassivation Black B
2222200000
COLLAR (35% GF reinforced PP)

1 p—
=
| o

3333300000
COLLAR (SECC)

4.2 Entry Model <Input sample 3 (Assembled component) >

4.3 Entry Procedure

1) Entry of delivery part information
Enter ‘D-24 cell’ first.

Item No. Item name Mandatory / Option
2 Part number Mandatory
3 Part name Mandatory
4 Weight [g/ part] Mandatory
5 Drawing change level | Enter only when design change
6 Investigation flag Optional (Follow the instruction from requesters)
7 Part structure Mandatory, Enter ‘1’

Use the ‘Data input form’ for entering data.
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; I Data check Import CSV I Export as CSV I Delete all I
3

4 (1) Basic information

ltem futomabile Supplier code Supplier Mame Oue Date Reply Date
i manufacturer code - -
7 Data typs ASCI characters ASCI characters ASCI characters ASCI characters ASCI characters
[ Entersd by: requestor or supplier | requestor or supplier requestor or supplier requestor or supplier supplier
q

11

It is possible to hide the title row with ‘+’ and ‘—".

2 3 4 g g
DELIVERY PART
Weight Investi
[gfpart] on fl
Orawing Change
Part Humber Part name Drawing Change
Level
Autasai.lmantl a— Selee

Click D-24_call |

. Entry result
12 /(2) Investigation result of Materiah and Substance

13 I
14 Item Mo. 1 7 3 4 5 i 7

15 J i DELIVERY PART
- Weight Investigati
— [g/part] on flag
Row deletion I Item SER Ho Part Humber Part name Drawing Change Part

Lewel Structure
Auto agustment I - Select I -

16

23 gmsssssssssdussusssssssssssedennnnnnn s s s NN s s s s s s s s s s snssnnnp
u [ 1234567890 PLATE ASS'Y

25 (R R E R R R RER PR R R R RER IR ERERRERE R RER RN RS RERRERERRERRERENRERERRERERERI/IERERRERRLRERRERESRESSH®;.

2) Entry of component part information

Next, enter component part information. It is recommended to use ‘Row copy’ for efficient entry.

1-2 (2) Investigation result of Material and Substang
13
14 Item No. 1

1 2 Step 1 : Select row 24 entirely 4 5 5
e I‘ /_ | Weight | Inwestigati

L x1 £1

) >< st | Step 2 @ Click ‘Row copy’ for as many times as the number of

16
23
24
25

component parts. (As this example has three component

[ 1234567840 B
[ : : -
: parts, click ‘Row copy’ three times.)
13
14 Item Now 1 2 4 5 ]
15 q
- After three rows are copied Height Trvestigat]
w comy [g/part] on flag
Frow defeton I Item SER Ho Part Humber Part name D—g—s—raw'l_" Clha" 2
Auto a@mentl Eve Select |
16
23
24 1 1234567890 PLATE ASSY B4
25 2 1234567890 PLATE ASSY
26 3 1234567890 PLATE ASSY
7 4 1234567890 PLATE ASSY

Next, enter the following items.

Item No. Item name Mandatory/ Option
7 Part structure Mandatory. This is equivalent to the level of ‘Bill of Material
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(BOMY’
8 Part number Mandatory when it is ‘Requester’s part No.’
9 Part name Mandatory
10 Weight [g/ part] Mandatory (Only the top row)
11 Quantity[/upper part] | Mandatory

After component parts are entered (Change Part structure to ‘2’)

Enter three component parts.

1 5 3} 7 ) ) 10 11
COMPOMENT PARTS
Investigati Weight
on flag [5/part]
ODrawing Change Part Buant ity
SER Ho Level Structure Rart Humber Bart name [fupper part]
—_— Select —_— Auta sfustment I E—
|
leucnahansnaas + ...................................................... N
LB [RRRNR] PLATE SUB-ASSY 40 1 n
BE 2222200000 COLLAR 4.8 2 -
u[d 3333300000 COLLAR 32 :
4 I NN NN NN NN NN NSNS NSNS NN NNENEENEENEENNENNENENNEENEENEENNENEENEEEEEENERS

Next, enter the information of Sub-assembly 1111100000, which is composed of 111111111 PLATE and
1111122222 NUT, WELD.

- . + + Component € Not an end part

A material is located under no end parts.

» « « Material u—

1
]
: O : — Warning is displayed
|
[
[
I

= = « Component

Recommendation !

In the case of the composition where ‘Material’ and ‘Component part’ are located mixed in the same level as
shown in the above figure, ‘Warning’ will be issued. Therefore, in the case of a welding rod, zinc plating and
chromate plating, it is recommended to setup a dummy component part in the composition and enter the
materials of the welding rod, zinc plating and chromate plating beneath the dummy component part. Copy
the row 25 as many as child-parts including the dummy component part and enter the child-parts. In this
example, there are five child-parts. So copy the row five times. Next, referring to BOM (Refer to P.9),
represent a parent-child relationship in the ‘Part structure’. Enter ‘3’ to the Part structure (ltem No. 7) of the
dummy component part in the same level as PLATE and NUT.

Next, referring to BOM, enter ‘Component part number’, ‘Component part name’, ‘Component part weight’
and ‘Component part quantity’. For the part number of the dummy part, either leave it blank or enter a

dummy component part number.
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=] L] ks il

cq

SER Ho

Drawing Change Part

Investigati
on flag

Lewel Structure Part Humber

Select

After all parts are entered

[5ipart]

Buantity
[fupper part]

1111100000

PLATE SUB-ASSY

mn

PLATE

1111122222

NUT, WELD

11111333383

WELDING

1111144444

ZINC PLATING

1111155555

CHROMATE PLATING

oo o [ [on [en [ = [ea [ra [—

EegnepEEEnn
PREY [ P P P Y P [ vy

2222200000

COLLAR

FEFERIII]

GQLLAR,

3) Entry of material information

Important! ‘It is the number of materials that dictates the number of rows’. Entry method is explained

specifically with using the Chromate-electrolytic-zinc-coated steel sheet (SECC), which is used for other
component part COLLAR 3333300000, as an example.

Material composition of COLLAR

Chromate film

Zinc plating

Steel sheet
(SPCC)

SECC

Important!

When entering the material information, the

composition of materials must be entered. For
example, in the case of Plated steel sheet such as
SECC, the information of SPCC, which is the steel

sheet before plating, is necessary.

In the case of the COLLAR, enter the following items as it is composed of three materials as shown in the

above figure.

Notice! Under the environment regulations related to the environmental load substances such as
End of Life Vehicles Directive (EU-ELV), ‘Homogeneous material’ is used as a basic unit
when evaluating the density of environmental load substances. Therefore, Zinc chromate
film must be separated into Zinc plating and Conversion coating such as Chromate film. Be
aware that Zinc plating steel sheet is not considered as a homogeneous material.

Item No. ltem name Mandatory/ Option
13 Material name Mandatory
14 Trade name Optional
15 Material weight Mandatory (Only the top row)
16 Norms/ Standards Mandatory
12
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17

Material number

Mandatory (1.x — 4.x), Optional (5.x — 9.x)

18

Material symbol

Mandatory (5.x), Optional (except 5.x)

19

VDA classification

Mandatory (Classification defined by VDA)

Reference : Go to the following site to obtain ‘External List Guide’ that shows VDA Classification.

To enter material, copy the row 32 twice to create three rows of 32.

14

Japan Auto Parts Industries Association (JAPIA) Official website
https://www.japia.or.jp = Select ‘JAPIA Standard Material Datasheet’

Item No.

1 [

g

Result after copying the row twice

T 1T

3
15 COMPONENT PARTS
Rew cony lnwestigati Weight
on flag [x/part]
Row debetion | Item SER He Bart Part Number Part name uant i£y
E— Structure EE— —_— [fupper part]
Salact I _ Auto sfustment | —_
16
23
bL) 1 1
25 2 2 1111100000 PLATE SUE-ASSY 40 1
26 3 3 JARRARARNR PLATE 22 1
27 4 3 1111122222 MUT, WELD 42 4
29 i 3 1111133333 WELDING 1 1
29 i 3 1111144444 FING PLATING 0.18 1
30 7 3 11111555658 CHROMATE PLATING 0.02 1
H sieccccscsccceccscce 2000 400Gl 0 0 0 o [~} Bececcsccsccedboccscscscnece
L o| 300000 COLLAR 32 4
33 o1& 1a3ass0oong COLLAR .
i1) o1 2 3333300000 COLLAR 2 o
errsrrrrrrrrrrrr T Yt T T Tt e v T T T T T T RS TP YT T T T T T T T T T T T I T T T T T T I T T T YT T TR YT T T TS YT YT s T v s T e
Important!

Automatic entry is available for the component substances specified as JIS materials related to metal
and plating (Plating is the industry’s standard value) . Even among JIS materials, the material that
includes ‘ 0% or more’ of the component substance whose upper limit is not defined is not registered.
Therefore, the entry method is the same as the conventional method.

Notice! Automatic entry should not be used for the materials of customized specification of your own

company (such as the change in tolerance or the addition of component). In such a case,

enter the data of your own company.

To use the automatic entry function for entering the materials of 3333300000 COLLAR that uses JIS materials

SECC, select the row 32 in ‘Material name’ of ‘Iltem No. 13".

[ JEON]

15
25
26
27
28
25
30
a1
3z |
ag
34

tem No

Row copy I
Fow deletion I tem

Select the row 32 first, and click ‘Select’ button.

1 10 11 ] V. |
VA
Weight Material name
g part
SEQ No CQuant it
— I u er art
Auto adiustment Select
= A 1 | |
= zz 1 | |
£ 4.2 4 | |
5 1 1 [ |
& o018 1 [ |
il OO 1 | |
2] =.8 = t
o Sz z p .
10 2 PO T T T T T T T T T T T T T TSI TITIOTITOTIOTITOTGOST OGS LJ
11 =

When clicking ‘Select’ button beneath ‘Material name’, ‘Select material’ window appears.
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Select material s

Please enter search criteria and click OK button.

Material name{EN) | Material-MHa. |l
Material namel JP) | Symbol |
Mor mz/Standards | VDA classification |

Search Cancel

It is SPCC this time, enter ‘SPCC’ to Material Code., and click ‘Search’ button.

Select material X

Please enter search criteria and click OK button.

Material name{EN) | Material-Ma. | SPCC
Material namel JP) | Symbal \
Mor mz/Standards | YDA classification |

Cancel

Search result is displayed. When multiple results are returned, select an appropriate one. This time,
however, as only one result is returned, click O(

Select material =

Flease enter search criteria and click OK button

Material name(EMN} | Malygrial-MNo. | SPCC
Material namel{JP} | Sy mb |
Morms/Standards | VDA clRgsitication |

Search Cancel|

Glick OFK button and the material information iz filled.

Flease note that the material information is overwritten if it exists.

1 materials found.

umy
Rag e
0 o
Material namelEMN} Material name( P} glorms/Standar aiterial—o. Swmbol WDA : ID[Materiall ‘-

671590420

Notice ! In the case of the material whose
substances are registered, ID is displayed
in ID [Material].

Preview QK Cancel |

v
Based on this search result, the information unique to the material such as Norms/Standards, Material

number, VDA classification, Substance code, Substance name, and Substance portion are automatically

entered.
Row is automatically copied as many as the number of component substances.
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ttem No 1 1o 11 13 y i 14 15

MATERIAL
Weight Material name Weight
M 2ipart / zfcomponent part
Row deletion I tem SEQ No I u%l] Trade name Horms
Auto sdiustment Selact | Round off I
(5] 8.8 2 -
o 32 B Steel sPCC ) y 4 JSG31 41
10 2 Steel SPCC k’ JSG31 41
11 2 Steel SPCC JASGE3141
12 2 Stesl SPCC I JSG31 41
13 2 Steel SPCZS J5G31 4N
14 2
15 2
Item No. 1 17 18 19 20 23 24 25 24
SUBSTANCE
Row comy Jiry Chemical Substance
_I Waterial number Classificat io presence tvpe |code (CAS RN)
Row dsletion | tem SEQ@ No (letal or other than) ~Material sywhol o Bubstance Substance name Partion
plast ics or rubber |(plastics or rubber) count
naterials) Salect I Salect I
8
] SPCC 114 1 7440-44-0 Garbon G 0075
10 SPCC 111 2 7438-36-5 Manganese hn 05
11 SPCC 1141 3 7723-14-0 Phosphorus P 0050
12 SPCC 111 4 7704-34-9 Sulfur 5 0075
13 SPCC 114 5 7439-89-6 Iron Fe 99.3575
Item Mo. 1 35 40 4 42 42 44 45 46 47 a8
JAPLA OPTIONS MATERIAL
Biocidal Component | Regestor
M Purpose parts mater ial
—_— — gubstance |Substance [Substance
Row deletion | Item SER Ho M code or portion portion portion 10 fpartd o o Internal Mat. -Ho.
_I = unit supplied |0 e e | CRest) (material) | C(substancel
Mass Entry I Sekct I Select I material - |/ -
code
8
9 0 0.15 671590420 S00006
10 0 1.0 S00028
1 0 0.100 S00016
12 0 0.035 S00016
13 1 S00026

Notice!

@D When the result of automatic entry is changed, ID [Material] is automatically deleted with the
error check.

@ In principle, click ‘Material name - Select’ button to select a material. As search result, a
material with ‘@’ or ‘$’ in its material code or material symbol may be returned. (e.g.:
C1100@) ‘$’ indicates the material that must enter the adequate letters in $ while ‘@’ indicates
the material that must either be deleted or enter appropriate letters such as the shape symbol
of metal (B: Bar, P: Plate, etc.)

Also, the information of plastics fillers (GF35, MD70, etc.) is entered.

® For the material that can’t be searched, please consult with the requester for study.

Reference :
For the information regarding the automatic entry of materials of public standard or the External list of
material codes and material symbols, refer to the following lists.
* External List Guide
- Appendix: External List Abstract
(Obtain the JAPIA documents from the homepages that post JAPIA Sheet shown in P.4)

15 I . Simple Instruction Manual




Similarly, continue search and select Zinc plating, and Chromate coating as well.

Search “Zinc plating’ in Select material window (Search by Material name

Electrolytic z

nc plating of the public standard.

‘Zinc

latin

), and select

Select material

Please enter search

Material name(EN)
Material name( JP)
Marms/Standards

Click OF button and 4

Flease note that the

46 materials found.

riteria and click OK button.

| Zirc plating

material information is filled.

terial information is overwritten if it exists.

Material name{ JP)

Material-Mo.
Symbaol

WDA classification

Morms/Standar Material-Mo

ds

Search Cancel
Symbaol VD& ID[Materiall
classifica

: ctrolytic Zinc
Electralytic Tin-Zir
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating
Zinc Plating

Material name{EN} ¢
Electroless Zinc PlaWhe
" Electrol ot

=

tine
c Plating

DINg
DIN ENg

JAMAHTE
JLSHBAT0
JAMAHA4E  Ep-Gn-Zn

ELp-7n

=S

BT B ESES B S,

Preview

B D@D EEDDEDD

=]
s

Cancel

When clicking ‘Preview’, it is possible to check the details of materials selected in the Search result screen.

In the Search result screen, it isn’t possible to display all the material names due to the limitation on the

number of letters displayed. In the preview screen, however, it is possible to display the letters that aren’t

displayed to check the details to select materials.

16
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Select material >

Material information details

Material namelEM) Electrolvtic Zinc Plating

Material namel JP) =

Morms/Standards JISHEE10
Material-MNo. Ep-£n
Symbol

VDA classification 33
ID[Material] 73281663

0K

When clicking ‘OK’ button on the ‘Select material (Preview) screen, the value is reflected in the Data input
form.

* It is the same operation as when selecting search result in the ‘Select material’ screen, and clicking ‘OK’
button.
When clicking ‘Cancel’ button on the Select material (Preview) screen, it is returned to the search result on

the ‘Select material’ screen. It is possible to select other search results to preview again.

Notice!
If rows are not copied as many as the number of materials, the data is not copied automatically as

shown below. In such a case, manual entry or copy is required.

1 k] 10 11 13
COMPONENT PARTS
Weight Mater izl name
[5/part]
Buant ity
SER Ho Part name [fupper part]
Aute sdusment I — Selest I

g COOLLAR . . .
3 COOLLAR When the row is not copied as many as the number of materials
n COOLLAR
11 COOLLAR 2 Steel SPCC
12 COOLLAR 2 Steel SPCC
13 L LA e e oo oo oooooosoooooos _‘_ ____________ 2 e eooooeos Steel SPCC
14 ° o Electrolytic Zine Plating
15 So0ccecc0c0000000000000000000000000js00000000000s000esssosssdElkctulyti Zinc Plating

Next, search Chromate treatment. Click the following cell in the same way as when searching Zinc

plating.
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1 ) 10 11 13
COMPONENT PARTS
Weight Mater ial name
[g#part]
SER Ho Part name [IMH
Aute afustment I ALuPREr Partl Selest I
9 COOLLAR 3.2 2 Stee| SPCC
10 GOOLLAR 2 Steel SPCC
11 COCLLAR 2 Steel SPCG
12 COCLLAR 2 Steel SPCC
18 COOLLAR 2 Stee| SPCC
14 GOOLLAR 2 Electrolvtic Zinc Plating
15 COQOLLAR 2 Electrolytic Zinc Plgti_ng
16 COOLLAR 2 . .

Search Chromate treatment on the Select material screen (Search with a material name ‘Plating’) and select
‘Passivation black for Zn/Zn alloy plating’. When the top coat for preventing rust with Trivalent Chrome is

covered, add materials (Copy the row and select the material of the topcoat).

Select material 4
Search screen for Chromate Treatment
Please enter search criteria and click OK button.
Material name{EN) Plating b| Material-Ma. |
. ..‘.....‘..Q.‘.....C..Q"
Material namel JP) |' Symbol |
Mor msStandards | YDA classification |
Search Cancel
Click OK button and the material information iz filled.
Please note that the material information is overwritten if it exists.
) metistalls (el Component substances are defined, which are the industry’s standard values.
Material name(EM) Material name{ JP) Morms./Standar Material-Mo. Symbal YDA e ID[Materlal]“
ds clazsifigh
Electrolytic Tin-Bizmuth Plating - JAmMAH44d  Ep-Sn-Ei 81 = '. ﬂ
Electralytic Tin-Silver Plating - JAMAH4444  Ep—Sn-fe 8.1 : .
Electrolytic Tin-Copper Plating - JAMAH444d  Ep-Sn-Cu 81 » : =
Chramate film clear /transparent GM1 & far Zn/Zn - Ch1 A 73 om -
Chromate film yellow GM2 G for Zn/Zn alloy platir - G2 c 7ion n
Chromate film black GM2 D for Zn/Zn alloy platine - CM2 D i3 =
Chromate film olive GM2 D for Zn/Zn alloy plating - CM2 D EE - .
Zn,-"Zn allay plating - 73 . y
free Pazzivation for Fniin alloy plating - JA - ? e .
Solder Plating - @ @ 2.1 . Q
Zinc Plating - ] @ 3.3 e, ¢
Nicke! Plating - b @ 34 aas?®
Giold-Cobalt Plating - $ @ 42 ~|
Preview oK Cancel

18 I . Simple Instruction Manual



When there is a component substance, it is possible to reduce the time for data entry.

1 ] 10 11 13
COMPONENT PARTS
Weight Material name
[a/part]
SEQ Mo Part name I Busnfity t
Auto sfustment I Liueper partl Salest I

] COCLLAR 32 2 FSteeI SPCC
10 COCLLAR 2 I [SteelSPCC
11 COOLLAR 2 | I
12 COOLLAR 2 | I
13 COCOLLAR 2 I [Steel sPCC
14 i) N [Electralvtic Zinc Plating
15 cd Result after the automatic entry of materials % Electrolytio Zinc Flating .
16 GO Passivation black for Zn/Zn alloy plating
17 COQLLAR 2 l Pazsivation black for Zn/Zn alloy plating
18 COOLLAR 2 I Pazsivation black for Zn/Zn alloy plating
19 GOOLLAR 2 N [Passivation black for Zn/Zn alloy plating
20 COOLLAR 2 N [Passivation black for Zn/Zn alloy platine
21 COOLLAR 2 Q| Passivation black for Z2n/Zn alla platinlg

Declarable flag (D), Prohibited flag (P)
Depending on the value of SVHC flag, the color and font of the substance code (24) and

substance name (25) change.

D : BROWN
D/P : PURPLE
P :RED

SVHC : Italic font

17 18 19 20 23 24 25 26
SUBSTANCE
VoA Chemical Substance
Mater izl number Classificatin presence twpe |code CCAS_RW)
CMetal or ather than Mater izl symbol n Substance Substance name Portion
plastics or rubber |fplastics or rubber) count
materials) Salect Salest
SPCC 111 1 T4a0-44-0 Carbon & 0075
SPCC 1141 2 7439-96-5 Manzanesze M 05
SPCC 1141 3 TT23-14-0 Phozpharus P 0050
SPCG 111 4 T704-34-9 Sulfur 5 00178
SPCC 111 i 7439-89-6 Iron Fe 99.3575
Ep—Zn 33 1 T4A0-GE-G £inc £n 99.75
Ep-£n 33 - Mizc, not to declare 0.25
JAMAHCRF-TR-ZHPL B FE] 1 1308-38-9 Chromium({MMoxide 104
JAMAHCRF-TR-ZHPL B 73 2 1308-14-1 Chramium{I-hydraxide 5h
JAMAHCRF-TR-ZHPL B 73 3 1 7732-18-5 Wiater 10
JOAMAHCRF-TR-ZMPL B 73 4 59178-46-0 Dichromium triglthyvdrosen phozph|53
JAMAHCRF-TR-ZMPL B i3 i 20427581 Zinc—hydroxide 20
JAMAHCRF-TR-ZMPL El i3 - Migc, not to declare 1
42 45 44 45 46 47 4
JAPLS OPTIONS MATERLAL
Substance |Substance |Substance o o
Pc_nrt_'ion Port_’ion portion 10D Cparth (mat;ialj (subsTance) Internal Mat. —Ho_
Chinimuml | Ch== i muml LRest)
a 015 G71590420 S00onG
a 1.0 S00025
a 0.100 S0001s
a 0.035 Sn0o16
1 S00026
1 F32815662 s00o30
a 0.5 wigoono
1 FE2129201 SN0673
4.5 6.5 sS00572
a 11 S00sE2
50 56 s00581
18 22 SN0s7E
1] 2 w0oonoi
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With the above operations, the automatic entry of mandatory information of the materials related to
33333300000 COLLAR completes.

Next, enter ‘Weight’. As to Zinc plating weight or Chromate treatment weight, enter the value reported from
material makers or plating providers.

Result after material weight is entered.

11 12 14 F 16 17
fJ  WATERIAL
Mater ial name i
KMaterial number
Buantity Trade name NormsdStandards M
[fupper part] — - plastics or rubber (_p
B | mater izls)
2 Steel SPCC o JISGE14] SPOC
2 Steel SPCC N ‘s JISGI14 SPOC
2 Steel SPCC » s JISG34 SPCC
2 Steel SPCC . = JISGI14] SPOC
2 Steel SPOC H H JISGE4 SPOC
2 Electralytic Zinc Plating n 0.09 " JISHEE 10 Ep-Zn
2 Electrolytic Zine Plating . N JISHBE10 Ep-7n
2 Passivation black for Zn/Zn alloy plating * |om N JAMAHCRF JAMAHCRF-TR-ZMPL B
2 Pazzivation black for Zn/Zn alloy plating . & JAMAHCRF JAMAHCRF-TR-ZNFL B
7 Pazsivation black for Zn/Fn alloy plating *a .‘v JEMAHCGRF JAMAHCGRF-TR-ZHNFL B
2 Pazgivation black for Zn/En alloy plating JAMAHCRF JAMAHCRF-TR-ZMPL B
2 Pagzsivation black for Zn/Zn allay plating JAMAHCRF JAMAHCRF-TR-ZMPL B
2 Passivation black for Zn/Fn allo platinlg ' JAMAHCRF JAMAHCRF-TR-ZHPL lIEI

Next, enter the ‘Material name’ of other component part. As 2222200000 COLLAR is a homogeneous plastic,
it isn’t necessary to copy the row. Place the cursor on the following cell, and click ‘Select’ button.

8 q 10 11 13
COMPOMNENT PARTS AN
Weizht Material name
[z/part]
Part Mumber Part name ant 4
I UMy part
Aute adustment Salact
\\

1111100000 FPLATE SUE-ASSY 40 1 A N
1111111111 PLATE 22 1 h N
11111 MUT, WELD 4.2 4
11111 WELDING 1 1
1111144444 ZNC PLATING a.1s 1
1111185558 CHROMATE PLATING 002 1 9000000000000 000000 0,

00000 COLLAR 88 2 .

TeTaTete] COLLAR EEE z e EPL SO0 eee

00000 COLLAR 2 Steel SPCC
333300000 COLLAR 2 Steel SPCC

00000 COLLAR 2 Steel SPCC
ARERROO000 SOl AR = Y=oy

2222200000 COLLAR is 35% GF (Fiberglass) reinforced PP (polypropylene). Enter PP as shown below and
search. For Plastics/ Rubber, it is convenient to search with Material symbol as it helps to narrow down
choices.

Select material =

Please enter search criteria and click OK button.

Material namelEMN) | Material-Mao. o® ’l e®%e0,
Material named JP} | Symbal 3 | PRI .'
L] -
Mor ms/Standards | WDA classification *foeeee
Search Cancel

Information: Component substance data for automatic entry is not prepared for Plastics / Rubber.
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Select material

Fleaze enter search criteria and click OK button

Material name{EN) |

Material name(JF) |

Mor mz/Standards |

Click OF button and the material information is filled.

Plzase note that the material information iz overwritten if it exizsts.

29 materials found.

Material name{EN) Material name(JP)

Material-Ho.
Symbal

WDA clazsification

Qlorms/Standar Material-Mao.
=

Search | Cancel ‘

PP Search result

WDA
classifica

Symbol ID[Material]l

Plastics PP-E (Filled
Plastics PP-HI (Filled)
Plaztics PPE (Filled}
Flastics PPOX (Filled)
Plastics PPS (Filled}
Plastice PPSU (Filled)
Plazticz PP alloy (Filled)
Plastice PP-E alloy (Filled)
Plastics PP-HI alloy (Filled)
Plastics PPE alloy (Filled}

Plastice PPOX alioy (Filled)
Plastics PPS alloy (Filled) IS01043 PPS+§-§
Previem ‘ (014 | Cancel ‘
13 14 15 16 17 12
WATERIAL
——— — PP-$ > PP-GF35 entry result
[z/conponent part] Wateral nomlgr
Trade name Narms/5tandards (Betal o olher thaterial synool

plastics or rubbe | (plastics or rubber)

Elids Round off materials)
PastesPPEled o os 1 e ]
Steel PG JIRGETAN SPCG |'

Next, enter the materials of 1111100000 sub-assembly. If its child-parts PLATE, or NUT, WELD has part No.,

enter the material of each part, SPCC or S25C with using the automatic entry function.

q 0
COMPONENT PARTS SPCC/S25C automatic entry result
Weizht
zfpart
FPart name Quant ity
e | upper part
Auto afustment Salast

wasssssssssssssnssnsnsenunnenununnunnnnunsunalunsnnununnnnunnsnunnnnunnnnnndnnnns |
" PLATE o2 1 Steel SPCC s
u|PLATE 1 Steel SPCC k
s PLATE 1 Stesl| SPCC b
= |PLATE 1 Steel SPCC F
nPLATE 1 Steel SPCC b
= MUT, WELD 42 4 Steel 2250 F
= MUT, WELD 4 Steel S50 k

= MUT, WELD 4 Steel 2250
» [ NUT, WELD 4 Steel S50 k

= MUT, WELD 4 Steel 2250
u | MUT, WELD 4 Steel S50 r
S IMUT, WELD 4 Steel 2250 b
u | MUT, WELD 4 Steel S50 r
TRUT, WEL D £ Stesl SORC ]
‘llIIIIllIIIIllIIIIllIIIlllIIIIllIIIIllIIIIllIIIIllIIIIllIIIIllIIIIllIIIIllIIlllllllllllllllllllllll
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Next, enter the materials of dummy component parts of welding rod, zinc plating, and chromate plating, which
were setup on P.11.
Use the automatic entry function to enter welding bar (SWY11), zinc plating, and chromate treatment

(Passivation black for Zn/Zn alloy plating).

This is the section where Welding bar, Zinc plating, Chromate are entered.

10 11 \ 12

7 2 i
COMPONENT PARTS 1
Weight Material name
[z/part]
Rart Part Humber Part name fuant ity
Structure E— —_ Ry — | [fupper part] Tl I
3 1111122222 MUT, WELD 4 tegl 5295,
3 1111133333 WELDIMNG 1 1 5 .
3 1111144444 ZING PLATING 0.18 1 n
3 1111165555 CGHROMATE PLATING .02 1 EEEEEEEEEEEEEEEEEEES
2 2222200000 COLLAR 4.8 2 Plastics PP (Filled)
2 3333300000 COLLAR 32 2 Steel SPCC
2 3333300000 COLLAR 2 Steel SPCC
2 3333300000 COLLAR 2 Steel SPCC
Enter ‘Weight” of Welding bar (1g), Zinc plating(0.18g), Chromate(0.02g) to complete the entry of “Material”.
Result after the automatic entry of Welding bar, Zinc plating, and Chromate

] 10 11 13
COMPONENT FARTS

WRizht Mzter izl name
[ art]

Ruantity

[upper _part]
Auts adlstment — Sahctl

Part name

GHROMATE PLATING
GHROMATE PLATING
GHROMATE PLATING
GHROMATE PLATING
fCGHROMATE PLATING

Passivation black for 2n/Zn alloy plating
Passivation black for 2n/Zn alloy plating
Passivation black for 2n/Zn alloy plating
Passivation black for 2n/Zn alloy plating

Paszivation black for Zn/Zn alloy plating =
SEEEEEEEEEEER SEESESSSSESEESSSSEEEENEEEERERERE"

AEEEEEEEEEEEREEERERERERERRRRRERRERERRERRRRRED AEEREBREREER EEERERRE EEEEREERERERERD u-
TWELDING 1 1 Steel S 11 .
$WELDING 1 Steel S 11 -
oWELDING 1 Steel St =
o WELDING 1 Steel St "
o WELDIMG 1 Steel St .
TWELDING 1 Steel STl .
TWELDING 1 Steel S .
8ZING PLATING IRE] 1 Electralytic Zinc Plating -
o ZING PLATIMG 1 Electralytic Zinc Plating u

CGHROMATE PLATING 102 1 Passivation black for 2n/Zn alloy plating .

1 n
1 H
1 .
1 L ]
1
L]

Information : In this step, when pressing the ‘Automatic adjustment’ button of ‘Weight [g/part]’, it is changed
to an automatic calculation to prevent errors in the error check. Similarly, when pressing the ‘Automatic

adjustment’ button in ‘Delivery part weight’, it is possible to compare with the Drawing weight value.
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4) Entry of substance information

Next, enter substance information used for each material. As previously mentioned, an important point here

is ‘It is the number of substances that dictates the number of rows to be entered.”

Iltem No. Iltem Name Mandatory / Option
20 Substance count | Mandatory
(For entering a substance. When a substance code is a system,
however, it should be left blank.)
23 Chemical Mandatory
presence type (When a substance is the process chemical and the substance portion
exceeds 0.1%.)
24 Substance code | Mandatory
(CAS RN) (When entering a substance)
25 Substance name | Mandatory
(When entering a substance)
26 Substance Mandatory
portion (When entering a substance)

In the case of ‘SPCC, it is also possible to enter the information as exemplified below with using the

information of JIS or MILL sheet. (Latest substance list must be referred. )

(Substance name)

Substance

Substance portion (%)

Iron

Carbon

Manganese

Phosphorus

Sulfur

Total

Enter the data without tolerances such as inspection data to ‘Substance portion’. Please use ‘Substance

portion (Minimum)’, ‘Substance portion (Maximum)’ ‘Substance portion (Rest)’ in JAPIA Options to enter the

data with tolerances as the data is automatically entered to ‘Substance portion” with the error check.

Notice !

Only in the case of VDA material classification 5.x or 6.x, when the Substance portion per

material is 100% (Fixed value) or 1 (Rest), “Warning” is displayed with the error check. This is the

function added for preventing the entry omission of additives to plastics or rubbers. It is

necessary to judge whether this should be modified.

Notice !

As the declarable or prohibited substances, or SVHC information in the substance list are

changed in accordance with the revision of environment rules, please confirm the latest

information.

Also, GADSL is updated at any time. Accordingly, the substance list is also updated.
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In the case of this example, as of now, the data of all materials excluding ‘PP-GF35’ are automatically

entered with using the automatic entry function.

17 18 14 A ph pli P !
YD Chemical
laterial nunber Clagsif icat ion M B—””te”: o B—””te”t o
{ ' . . ml . %I
let 0 other {hen Hatelnal sl St substance nane Portion | industrial | industrial
plastics or rubber | {plastics or rubber) Eount. EE— eevclate | recvclate
taterlsls / _lsal%t _|5‘“5I%t (Minimom) | (Macimon)
L ererrrrrens G A C Y I A Il ARy A SRR :
HPCC 111 1 T440-44-0 |Carbon G 0a7%
SFCC 111 2 T430-56-5  IManganese Mn 05
To simplify the explanation, the following substances are used as examples.
Substance Substance portion
(Substance name) (%)
PP 60
Glass fiber 35
Other 5
Total 100
Copy the row of PP-GF35 to make three rows to enter three substances.
14 1 0 23 4 25 i % 2 30 f
SUBSTANCE RECYCLATE
i Chemical Substance cartant of | Content of | tontent of | content of
Classiticatio presence type [code (CAS_RN) AT AT | AR T AT
, —_— post post post post
Mater izl sybol n Substance ) o o — —
—_— - — Substance name Partion | industrial | industrial | consumer cansUner
(plastics or rubber) count

i o St rec.slclla’re rec';lcllate reclslcllate recslcllate
_| _| (Hinimom) | CMawinom) | CMinimom) | Chasinom)

PP-GFS; B3 ;
3PP-GFSS 13 :
b RN |1 - N SRRt RS PR ARy NSy A A A M :

Select the cell of ‘Substance code’ to enter PP or GF and click ‘Select’ button.

18 19 20 23 24 15 bl 2% b 30 3
\ SUBSTANCE RECYCLATE
o i Substance Content of | Content of | Content of | Content of
Classiticatio presen® type |code (CAS_RN) e LA S QL
Material symbol ] Substance ) post post post post
EE— - e Substance nane Portion | industrial | industrial | consuner | consumer
(plastics or rubber) sount
_— — recyelate | recyclate | recyclate | recyelate
Silietl Salect — - —
& (Minimom) | CMawinom) | C(Mininow) | C(Maxinm)
PP-GF35 B2 i :
PP-GF 35 §.la
PP-GF35 5la
111 | M0-4-0 |Carbon © 0075
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Enter ‘PP’ (Double-byte character) in the substance name click ‘Seargh’ button, and the following screen

appears.

Select substance

Pleaze enter zearch criteNg and click OK button.

GAS RN
ID[Substance] \
Substance Mame | PP

Substance Name(JP) |

130 substances found.

CAS_RM Subsztance Mame

Comn )_omw
N

Substance MamelJF)

ID[Eubst  declar prohib S Proces
ance ablel  ited(P HZ = chem
)] ) ical

| A40-50-5 _ u

P-E

ez

- Plastics P - S00672
- Plastics PP-I - =00673
- Plastice PPE - S00674
- Plastics PPOX - S00675
- Plastics PPS - S00676
- Plastics PPSLU - S00677
- Thermoplastic elastomers TPO-(EPDM+PP) - 500782
- Thermoplastic elaztomers TPW-(EPDM+PF) - S00794
- Thermoplastic elaztomers TPW-(NBR+PP) - 500785
- Thermoplaztic elastomers TPY-(NR+PF) - 00796
- Thermoplastic elastomers TPW=(ENR+FF) - 300797
- Thermoplastic elastomers TPW-(TIR+PP) - =00798 ﬂ
Prewview o]4 Cancel
Select substance >
Substance information details
CAS_RM =
Substance Mame Plastics PP
Substance MamelJF) -
ID[Substance] S00671
declarablel D)
prohibited P}
SWHG
Process chemical
(o] 4 Cancel

When clicking ‘OK’ on the ‘Select substance (Preview)’ screen, the value is reflected to the Data input form.

* It is the same operation as when selecting Search result on the ‘Select substance’ screen and clicking ‘OK’

button.
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Glass fiber is also searched in the same way as follows.

Select substance >

Pleaze enter search criteria and click OK button.

CAS_ RN I
ID[Substance] I
Substance Mame I glass
Subztance Mamel(JFP) I
Search Gancel
i substances found.
CAS_RM Substance MName Substance Mame(JP) ID[Subst  declar prohib 5W  Proces
ance ablel  ited(P HC = chem
D) i ical
3477-47-9 Sikver-zinc—aluminium-boronphosphate glass: Glass o S01411 ez  Yes

308068-38-2  Sikver phosphate elass

S01416 ez
GF Glazs tibre S04478

[ |
[ s
=i
=
o
o
=

- Ias n contahing declared substance
- Fillers and reinforcing materialz(Is0 1043-2) GB(Glas S04741
- Fillers and reinforcing materialz(IS0 1043-2) GS(Glas 504805

Previgw | QK Cancel

For ‘Other’ substances, enter ‘misc’ (single-byte) in the substance name, click ‘Search’ button, and the

following screen is displayed.

Select substance X

Flease enter search criteria and click Ofgbutton.

GAS RN v/
ID[Substance] I ‘
Substance Mame I tisc
Substance MamelJF) I
— "
2 zubstances found.
CAS RN Subztance Mame Substance MamelJP) ID[Subst  declar prohibSY  Proces
ance] ah)le( ited(P HC s chem
O ical

- Mizch metal - 04013

Preview OK | Cancel |

Select ‘Misc., not to declare’, click ‘OK’ button, and the value is reflected to the Data input form.
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Next, enter the ‘Substance portion’.

The result of entering the data of three substances is shown below.

1 18 19 20 23 24 25 26
SUBSTANCE
VD& Chemical Substance code
Claszification presence tvpe (CAS BN
SEQ o w dubstance Substance name Port ion
(plastics or rubber) count
Salect Salect l
26 3 73 1 1308-38-5 Chromium(Moxide 108
27 2 73 2 1308-14-1 Chrormium(ID-hydroxide EE
28 2 73 3 F732-18-E W'ater 10
20 3 7.3 4 50178-46-0 Dichromiurm tris{hydrogen phospl&2
30 2 73 5 20427-58-1 Zinc—hydroxide 20
Fleeennssnssns dessssssssssnnas fisssssssnalnsssssssshessssnnnns e sssssssss i1 g L o=l - lesssss :
132 PP-GF3E Ela - Plastics FFP g0 .
L] PP-GF3E BEla = GF Glass fibre 35 H
o34 PE-GFEE Ela 1 — hizch metal 5 .
s T A el el 7440-44-0  |Carbon 0075

oChemical presence type

In the report of chemical substances, only the substances included in the final product must be entered.

Therefore, process chemicals used in manufacturing processes should not be entered, which is checked by

the system.

When adding process chemicals to the material, a warning is displayed on a popup screen.

Warning

You are adding a basic substance that is typically consumed or reacted
during manufacturing and does not appear in the finished product.

Are you sure this substance remains in the finished product?

If OK, then please specify the presence type of process chemical.

Click Cancel if you do not add it to the tree structure.

oK Frutll

ht

When clicking ‘OK’ on this screen, the process chemical is entered to the Data input form.

In addition, when the substance portion of process chemical is 0.1% or more, the precise value (1-3) must

be entered to ‘Chemical presence type’'.

Select ‘Chemical presence type’ in the row of the concerned process chemical and click ‘Select’ button.

23 24 25 26
SUBSTANCE
Chemical Substance
presence tvpe |code [(CAS RH
Substance name Fortiaon
Select | Select I
1308-38-5 ChromiumIDoxide 105
1302-14-1 ChromiumllD-hydroxide 55
732 -18-hR Water 10
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The screen to select ‘Process chemical presence’ is displayed.

Select the presence type of process chemical x

Fleaze the zelect the presence tvpe of process chemical and click OF butto
* [1] Intended use
" [2] Reaction residue
" [3] Impurity

Ok Cancel

Select an adequate presence type, click ‘OK’ button, and codes are entered to the Data input form.

Code Presence type
1 Intended use
2 Reaction reside
3 Impurity

In this example, with selecting Passivation black for Zn/Zn alloy plating, a process chemical ‘Water’

exists in the substances automatically entered and presence type ‘1’ is selected.

18 13 20 23 24 25 26
SUBSTANCE
VDA Chemical Substance
Classificatin presence type [code CCAS_RHD
Mater izl symbol n Substance .
(plastics or rubber) count fubstance name Bortien
Salast I Salast I
3 73 1 1308-38-9 Chromium(oxide 105
3 13 2 1308-14-1 Chromium I -hedrocide 55
3 i3 3 11 $132-18-h Wiater 1m .
3 13 4 B17E-46-0 Dichramium tris%ydrugen ﬁhuspﬁ
3 i3 b 20427-58-1 Zinc-hydroxide 20
3 3 - Mizc, not to declare 1
Important!
When the substance portion of process chemical is 0.1% or less, even without values in ‘Presence
type of process chemical’, it doesn’t cause an error with the error check explained below.
Regardless of the substance portion of process chemical, if the value in ‘Presence type of process
chemical’ is not 1, 2, 3, an error occurs in the error check explained below.
Notice!

@ Enter the information of substances in products in accordance with the instruction from your
requestor. Maximum value of ‘Others’ is based on the recommendation by IMDS, which is the
global data collection system. When the value exceeds 10%, Warning is issued with the error
check (Please consult with your requestor).

@ Substance with a flag of SVHC is basically a substance contained in the Candidate List.
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Information:
Go to JAPIA Official site where the JAPIA Sheet is posted (refer to P.4) to obtain the ‘List of substances

in product’

Go to the following site to obtain GADSL.:
GADSL (Global Automotive Declarable Substance List)
Official Site: https://www.gadsl.org/

adsl

global autamative declarable substance list

‘Welcome o the mew Global Auomaorive Dedarsble Subsmnce
List [GADSL) website. As of January 1, 2020, we have
institumed a registration requirement w bemer sarve the
GADSL communiry. If you have any questions please oontac
infomGADSL org.

The GADSL ks the result of the effors of & global ream from
the suTDMaLive, swomotive pars supplier (ter supplier) and
chemical fplasics industries who have organized the Globat
Hfumamonive Stakeholders Group (GASGL The GASE s purpose
is w facilivate communication and exchange of informarion
regarding the use of certain substances in auromoche
producrs throughow the supply chain. The GADSL only covers
substances thar are expecied 1o be present in a material or
par that remans in a vehide ar paint of sale.

In recent years marry individus! dedarable substance lises
were developed o exchange information regarding the
maerial and substance compositon of auromaotive pans. The
experience ganed by the above indusmies in wsing these
multiple lists has shown thar che dedaraion process could be
improved upon and this was a key reason for developing a
sinple, globally harmanized list with dear crivenia and 2
ITENSPErent process i manage future versons of the GADSL

Twin downdoadable documends are available, GADSL Guidance
Docurment (POF) and GADSL Reference List (Excel). The
GADISL file is the master documen than lists ndividual
dedarable substances, substance groups (families) and
describes haw the GADSL should be wsed The Reference file
provides. CAS numbers for individual substances of a dhemical
group or family (e.g. lead and irs compounds) appeaning on
the GADSL should they be needed.

Should you hawve any questions or comments abow the Global
Auramonive Stakeholders Group or the GADSL, please monian
amember or staff person of the GASE Steering Commaes,
listed in the Contact Informarion.

Download Materials

In order to use all of the features on
GADSLorg, we recommend that you
use a modern browser (Chrome,
Firefax, or Safari).

As of January 1, 2020, we hawve
instituted a registration requirement o
better serve the GADSL community. IF
you hawve any guestions please contact
info@GADSLorg.

Please fill out the registration form
below to receive access to the:

= GADSL Guidance Document

- Reference List

= Contact Information

Registration valid for 2 years.
First Name*

O | have read and agree m the Tamms and
Condimons Anresment

Cownload
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5) Entry of recycled and regulated materials and substances

oRecyclate
For Metals/Plastics/Rubber materials (VDA classification code is 1.x - 5.x), Modified organic natural materials

(7.1) and Ceramics/glass (7.2), it is mandatory to enter ‘Recyclate’ (item No. 28 -31) information. Enter the

data to the first row. For the definition of each item, refer to the ‘Description sheet’ in the Data input form.

This example shows the case that 35% Glass fiber reinforcing polypropylene plastics (PP-GF35), Cold-rolled

steel sheet (SPCC), Zinc plating (Ep-Zn), and others are not recycled. Therefore, ‘0%’ is entered to all

recyclate information items.

19 20 23 24 25 26 28 30 31
SUBSTANCE ys4 4 RECYCLATE
VIR Chemies | fubstance /
Classificatio presence type |code (CAS_RHD Eonfent of nfent of Eonfent of | Confent of
n Substance post post post
1 - sount Substance name Portion ifldustrial consumer GONSUmMEF
- — Salast | Salast | /ecvc late recyelate recyclate
Mz i rum) CMin i mum) [z i mum)
?3 - MISC‘nDtthBE:lare 1 | | AN EEEEEN AN EEEEENENEEEEENEN
hla 1 - Plastics PP 1] I J 0 0 hi
5la a _ GF Glass fibre 25 #l’llﬁllllllllllllllll EEEEEEN
hla - Mizc, not to declare ] _l
111 1 7440-44-1 Catbon G 0.075 1] y A i I 1 o
1.11 2 7439-96-5 Manganeze Mn 0h I
111 3 73-14-0 Phosphorus P 0.050 /
111 4 Ji0-34-1 Sulfur 5 001745 {
111 i 7439-39-6 Iron Fe 99.3875
33 1 J440-6E-f Zinc £n 99.7% ] i 0 0

oPolymeric part(s) marked

In accordance with EU-ELYV, it is mandatory to enter ‘Polymeric part marked: Iltem No. 32’ when

Plastics is over ‘100g’ and Rubber, ‘200g’.

oApplication code

Next, enter the data to ‘Application’ of the substance that requires such a code.

24

25

26

1]

23 30

31 32 34

SUBSTANCE RECYCLATE
Substance Applicat io
codie TGRS RN Content of Con Content of Content of 7n
- post post t post Polumer io -
Sub=tance name Portion industrial industr izl cons Cconsumear -
recuclate recuclate recuclate ﬁ partis) marked
M i f Chzw imom) CHim i o) Chax i me = I 1
F440-50-8 Ciopper Dy 015 \lllllll I3
F440-02-0 Mickel Mi a1
7430-29-F Tron Fe a5 GR76 wwwww
7440-44-0 Ciarbon © 0045 1] o 1] 1]
7440-21-3 Silicon Si [IRIRE
Click the cell of the substance that requires such a code, click ‘Select’ button, and the following screen is

displayed. This time, select ‘[34] Not applicable’.

Select application code

Pleaze zelect application code.

[32] Component of a surface likely to be routinely touched (ee.
" handles and buckles), that have a nickel release rate exceeding

NAmece/cmdiwesk

~ [33] Other application (Surface not routinely touched or nickel
releaze rate < 1 Amce/cm2 meek)

* :[24] Mot applicable

(8] 4

Cancel
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As a result of selection, ‘34’ is entered.

4 25 26 78 29 30 31 32 34
SUBSTANCE RECYCLATE
Substance Applicatio
. Content of Content of Content of | Content of -
code [CAS_RH) n
- . post post post post Polymar ic B
Substance name Portion | industrial | industrial conzumer consumer parm‘;ed
Solast recyclate recyrlate recys late recyclate _— E—
_| [Hinimum) [Hax imum) [Hinimum) [ Max imum) I
40-h0-8 Copper Gu 0.1h venunnsll
TH0-02-1_ [Mickel Ni 0. ST :
430-39-6 Iron Fe R EATH
T0-44-0 Carbon G 0.045 0 ] ] ]
Notice!

@ ‘Application’ shows the application codes corresponding to EU-ELV ANNEX II.
As codes are changed every time EU-ELV is revised, it is necessary to use the latest JAPIA
Sheet in accordance with the revised EU-ELV.
® Substances that need to enter ‘Application’ are Lead, Cadmium, Mercury,
Hexavalent chromium , Nickel, Polycyclic aromatic hydrocarbons (PAH).

oBiocidal purpose
When a substance entered is the substance (Active Substance) included in the scope of BPR (The
European Biocidal Products Regulation), enter either “N “ (Not used for Biocidal Purpose) or Product-type

to “Biocidal Purpose” in the column 35.

sEsEEmEEEEEN,
30 31 32 34 * 35 40 H 42 43
RECYCLATE JAP|
Bpplicatin Bincidal Component Eegestor
Content of Content of n Purpose parts material Subet Subot
past past Polvmeric part (s gquant ity code or Y stelmce Y stelmv:e
rCeDcnSculmaEtre rcencnsculmaetre narked unit fuppl ied (Mlijr:in:E:) (MZ;irLE:)
(Minimum) (Maximum ) Select I Mass Entry I Select I Select I %
8] 015
9] 1.0
8] 0100
9] 0035
\d 4
» >
TA NN TN A NNANS = ==
Information:

+ A substance included in the scope of BPR is called “Active Substance”, which is included in GADSL
“Biocidal coatings / biocidal additives, selected”.
+ Product-Type is a classification by the purpose for using “Active Substance”. ‘Product types’ currently
considered to be used for automobile are the following three.
7: Film preservatives (including coating)
8: Wood preservatives
9: Fiber, leather, rubber and polymerized materials preservatives
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Place a cursor at the cell to enter “Biocidal Purpose”, and press ‘Select’ button. When the following screen is

displayed, select ‘N’ or a Product-type.

When the location of a cell isn’'t correct, or a substance in the line isn’'t “Active Substance”, a warning

message is displayed.

When “Biocidal Purpose” is other than “N”, “7”, “8”, or “9”, an error occurs with “Error Check” of JAPIA Sheet.

Selected Biocidal purpose / Product type X

You chooze "N or a product type, and, please push the OK button.
" [M] Mot for biocidal purpose
" [F1(PT Ti Film preservatives
" [8] (PT ) Wood preservatives

& [91CPT 9} Fibre, leather, rubber and polymerized materials:
preservatives

Ok Cancel

In actual operations, there are many “N” cases even if a substance is an “Active Substance”.

Therefore, in JAPIA Sheet, it is possible to enter “N” to all “Biocidal Purpose” cells of “Active substance” at

once, when the cells are empty.

When pressing ‘Mass Entry’ button, the following screen is displayed. When pressing ‘OK’ button, “N” is

entered automatically.

Mass Entry of biccidal purpose

Among all of the biocidal purpose column of the target compound of
European biocidal products regulation,

against those of unanswered,

Is it OK to answer "M" Mot for biocidal purpose?

oK it was confirmed. (Mass entry of [N])
Cancel : return without mass entrg

Answers required out of biocidal purpose field,

against those of unanswered, "N™ Mot for biocidal purpose are entered.

* This message will be displayed even if there is no compounds that need to
be answered.

Mass Entry of biccidal purpose >
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6) Entry of basic information

Basic information is entered by the requestors for study when they make a request for studying JAPIA Sheet

for their internal management. This is an optional item.

Data chack I Import G5V | Export a5 G5V | Deleta all
(1] Basic information
futomobile ) )
ftem —_— Supplier code Supplier Hame Due Date Feply Date
manufacturer code | — -
Data type ASClcharacters | ASCH characters ASCH characters ASChcharacters | ASCH characters
Entred by | requestor or supplier [equestor or supplier | supplier |

T

requestor or supplir requestor orsuppler
2222 XXX Corporation

2020501
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4.4 Error Check

Notice!
When executing “Error check”, the data that has been already entered might be overwritten
automatically due to the function to check the consistency of registered information.
Therefore, if operators consider it necessary, take the backup of the data before executing “Error
check”.

The same should be done when executing “Error check” after making modifications to errors.

When pressing ‘Data check’ button, the check result is displayed in ‘MESSAGE’ sheet.

Data check Import C3V | Export as G5V | Delete all |

(1) Basic information

Automobi|
ftem e Supplier code Supplier Hame s Date Raply Date
manufacturer code| — -
Datatyps ASClcharacters | ASCH characters ASCH characters ASClcharacters | ASCH characters
Entersd by: | requestor or supplier | requestor or supplier requestor or supplier requestar or supplier slipplier

By clicking the button ‘Stop data check’ at the top of the "Message" sheet, the error check is stopped.

Click the button when yglu need to fix errors in the check result displayed in advance. .

Depending on the timyhg of clicking the button, it may take several minutes to stop the process.

[MESSAGE shgkt screen]

Sl
2 I After clicking the button, it may take sewveral minutes to stop the check processing.
3
a4 | As2Aq [mes47 Errmr] This field is mandatorny in case the basic substance is entered.
5 |ABZ4 [rmes47 :Error] This field is mandatory in case the kmsic substance is entered.
[rmesgwarning] The data has been oweravritten automatically by the system.
|ADZE Portion has been calculated with the Substance portion{Min, Max. and Rest)
La] in JAPLA OPTIOMNS automaticalby by the swstem.
[rmes8vwarning] The data has been owverwritten automatically by the swstem.
|AEZE Portion has been calculated with the Substance portionihin, Max. and Rest)
7 in JAPLA OPTIOMNS automaticalbys by the syustem.
| [mesg Warning] The data has been owverwritten automatically by the swstem.
|AFZE Portion has been caloculated with the Substance portionihin, Max. and Rest)
8 in JAPLA OPTIONE automatically by the swstem.
[rmesg Warning] The data has been owverwritte n automatically by the swstem.
AGZE Portion has been calculated with the Substance portionl Min, Max. snd Rest)
=] in JAPLA OPTIOMNS automaticalby by the swstem.
[rresgvwarning] The data has been owvernwritten automatically by the swste .
AD21 Portion has been calculated with the Substance portionihin, Max. and Rest)
10 in JaPLA OPTIOMNS autaomaticalby by the swstem.
[mesg Warning] The data has been owversritten automatically by the swstem.
AE2T Portion has been caloculated with the Substance portionihin, Max. and Rest)
11 in JAPLA OPTIONS automatically ke the swstem.
Cowver | Entry | Description | MESSAGE | (]

Clicking codes in the column ‘A’ will jump to the location where an error occurs.

Here, ‘Error’ must be corrected.
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With the error check, depending on the value of Declarable flag (D), Prohibited flag(P), SVHC flag, the color
and font of the substance code (24) and substance name (25) are changed.

Color and font of letters that are changed

Declarable flag (D) : BROWN

Declarable flag / Prohibited flag (D/P): PURPLE
Prohibited flag (P) : RED

SVHC : ltalic font

After modifying the error, save it, and click ‘Error check’ again.

Stop data check After clicking the button, it may take several minutes to stop the check processing.

1
2
&
4 Mo error found
5
i

When the error is corrected, the message ‘No error found’ is displayed.

Notice !
= Make sure to execute “Error check” and to confirm that the message ‘No error found’ is displayed.
- Depending on data size or PC model, it may take time till the error check completes.
- If the data created with old versions (without errors) is used with a new version, an error or
warning may appear. Such a case occurs when the External list is changed in line with JIS

revision.
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4.5 Data Export

To convert to CSV file, click the button ‘Export as CSV’ at the top of the JAPIA Data input form.

Data check I Import CSV I Export as CSV I Delete all

(1) Basic information

tem Autonsbile Supp lier code Supplier Name Due Date Reply Date
manufacturer code - -
Data type ASCIl characters ASCll characters ASCH characters ASCH characters ASCI characters
Entered by requestor or supplier | requestor or supplier requestor or supplier requestor or supplier supplier
JAPIA Sheet X

C5V Export completed.

Data volume is reduced to several KB after the conversion to CSV file.

When compressing data sheet, change the extension of the compressed data. As the file has an extension
(e.g.: ZIP) that many requestors for the study can’'t send by their virus check system, consult with your
requestors to change the extension (e.g.: ZIP > ZI ).

Check the latest information in the JAPIA formal site continuously. Also, when a problem occurs, please
consult with your requestors.
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5. Others

5.1 List of Errors / Warnings

Error Code Message
[mes1:Error] You have entered at least one invalid character. Please use only ASCII characters.
[mes2:Error] The number of characters entered is too big.
[mes3:Error] This field is mandatory.
[mes7:Error] The data with the same part number must be same.

The data has been overwritten automatically by the system.
[mes8:Warning] Portion has been calculated with the Substance portion(Min., Max. and Rest)
in JAPIA OPTIONS automatically by the system.

[mes9:Error] The lowest level of the part must have the material(excluding the data with Investigated flag).
[mes10:Error] The data with the same part number must have the same part name.
[mes11:Error] Only the first row should be entered for the same part.

The deviation between Weight/Weight[g/part] and calculated weight per item exceeds the

12:Warni
[mes arning] Max. deviation.

[mes14:Error] Please enter a positive number.

[mes15:Error] The data with the same part number must have the same Drawing Change Level.
[mes16:Error] Please enter at least the part name.

[mes17:Error] The entered value is not found in the list.

[mes18:Error] The data with the same part number must be same(excluding the quantity).
[mes19:Error] Please enter a positive integer value.

[mes20:Error] Please enter “1” as the Part Structure Level of the Delivery part.

Tree structure is inconsistent.(ex: Part Structure Level:4 cannot be under Part Structure
[mes21:Error]

Level:2.
[mes22:Error] The part number is madatory in case the Investigated flag is entered.
[mes23:Error] Please enter a positive integer value in case the Component parts weight unit is “each”.
[mes24:Error] Please enter a positive value in case the Component parts weight unit is other than “each”.
[mes25:Error] The material must have the Substance(excluding the consignment material).

The combination of Material name, Norms/Standards, Material-No., Material symbol and VDA

mes26:Error . . . . .
[ ] classification is not consistent with the value in the list .

[mes29:Error] This field is mandatory in case the material information is entered.

All rows for the material must have the same material name in case the material has the

[mes30:Error] .
multiple substances.

All rows for the material must have the same material trade name in case the material has the
[mes31:Error] )
multiple substances.

All rows for the material must have the same material norm in case the material has the
[mes32:Error] )
multiple substances.

[mes33:Error] The material norm starting with comma(”,”) is invalid.
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Error Code

Message

[mes34:Error]

The material norm terminating with comma(”,”) is invalid.

[mes35:Error]

You cannot input commas(”,”) successively nor input space between two commas(”,”).

[mes36:Error]

Material-No. is madatory in case the VDA classification is 1.x or 2.x or 3.x or 4.x.

[mes37:Error]

All rows for the material must have the same Material-No. in case the material has the multiple
substances.

[mes39:Error]

Wildcard($) must be replaced by the correct character. (Space is the invalid character)

[mes40:Error]

Wildcard(@) must be replaced by the correct character or deleted. (Space is the invalid
character)

[mes41:Error]

The symbol is madatory in case the VDA classification is 5.x.

[mes42:Error]

All rows for the material must have the same symbol in case the material has the multiple
substances.

[mes44:Error]

This field is mandatory in case the material information is entered.

[mes45:Error]

All rows for the material must have the same VDA classification in case the material has the
multiple substances.

[mes47:Error]

This field is mandatory in case the basic substance is entered.

[mes48:Error]

This field cannot be specified in case the basic substance is not entered or the wildcard
substance is entered.

[mes53:Error]

The combination of Substance code, Substance name and ID[substance] is not valid.

[mes55:Error]

You cannot add the double basic substance under the same material.

[mes56:Error]

The format of the CAS_RN is invalid.

[mes57:Error]

“Not found:XXXX-XX-X(CAS_RN)” in Substance code(CAS_RN) is mandatory in case the basic
substance not included in the list is entered manually.

[mes59:Error]

Sum of the Portion in one material must be 100%.

[mes60:Warning]

The total amount (or the maximum total amount) of one or more wildcard substances exceeds
the limit of 10% in the material.

[mes61:Error]

Please enter a positive number between 0 and 100.

[mes64:Error]

Post consumer and post industrial recyclate sum up to more than 100%.

[mes65:Error]

Post industrial recyclate minimum value is higher than post industrial recyclate maximum value.

[mes66:Error]

Post consumer recyclate minimum value is higher than post consumer recyclate maximum
value.

[mes67:Error]

This field is mandatory in case the VDA classification is 1.x or 2.x or 3.x or 4.x or 5.x or 7.1 or 7.2

[mes68:Error]

Only the first row should be entered for the same material.

[mes69:Error]

Please enter a number between 0 and 100.

[mes70:Error]

This field is mandatory if the part contains
1) sum of polymeric materials with the classification 5.1.x, 5.4.x, 5.5.x which is more than 100g or
2) sum of polymeric materials with the classification 5.2, 5.3 which is more than 200g.

[mes72:Error]

Possible value is “Y” or “N” or “N/A”.

[mes74:Error]

Application has to be selected.

[mes75:Error]

Illegal application code for this combination of substance and material is set.

[mes76:Error]

Application should not be selected for this basic substance.
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Error Code

Message

[mes79:Error]

Substance portion(Min.) is higher than or equal to Substance portion(Max.).

[mes80:Error]

The data with the same part number must have the same Component parts quantity unit.

[mes81:Error]

All rows for the material must have the same Recipient material code in case the material has
the multiple substances.

[mes82:Error]

More than one substance with “Rest” are defined.

[mes83:Error]

This field is allowed only in the basic substance line.

[mes84:Error]

This field cannot be specified in case the basic substance not included in the list is entered
manually.

[mes85:Error]

Please enter a valid date in the format YYYY/MM/DD.

[mes101:Error]

Material is mandatory in case the substance is entered.

[mes102:Error]

In case Investigated flag=2,3, the part cannot have the child part.

[mes103:Error]

In case Investigated flag=1, the referencing part must exist in the sheet.

[mes104:Error]

“%” and “/” cannot be specified in this field.

[mes105:Error]

Data is entered in the field marked as “*” or ”/”.

[mes106:Warning]

Data exist below the blank row.

[mes107:Error]

This field cannot be entered for the Delivery part.

[mes108:Error]

This field can be entered only for the Material.

[mes109:Error]

The data with the same part number must have the same quantity.

[mes110:Error]

Only “1” is allowed as the Rest value.

[mes111:Error]

Please enter “1” as the Part Structure Level of the Delivery part.

[mes112:Error]

Rest value cannot be specified in case the range value(Substance portion(Min.)/(Max.)) is
entered.

[mes113:Warning]

Range of portion may not exceed allowed percentage.

[mes114:Error]

All rows for the material must have the same Internal Mat.—No. in case the material has the
multiple substances.

[mes115:Warning]

The material-substance information is not found in the external list. The value has been
deleted.

[mes116:Error]

Double ID[Material] under the same part is not allowed.

[mes119:Warning]

The presence type of process chemical has been deleted because any substance is not entered
in this row.

[mes120:Warning]

The presence type of process chemical has been deleted because the entered substance is not
process chemical.

[mes121:Error]

Please enter one of 1, 2 and 3 in the presence type of process chemical filed.

[mes122:Error]

The presence type of process chemical is mandatory in case the substance is process
chemical.
(Process chemical is a substance that is typically consumed or reacted during manufacturing.)

[mes123:Warning]

The unnecessary space has been deleted.

[mes125:Warning]

Two or more materials which have same
Norms/Standards, Material numbers, Material symbols,
Content of post consumer recyclate, and Substances
(JAPIA ID and portion) are added to the single
component part. Please confirm whether these materials
should be marged into one, or not.

[mes126:Warning]

Part(s) and material are used at the same level.
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Error Code Message

[mes130:Error] Biocidal purpose has to be selected.

) The value has been deleted because it is an existing material (JAPIA ID of substance is not
[mes131:Warning] . ,
empty), or you have entered the value to the substance where biocidal purpose is unnecessary.

[mes132:Warning] Please enter an additive when VDA materials classification is 5.x or 6.x.

[mes133:Warning] The number of characters entered is too big.

[mes134:Warning] The entered value is not found in the list.

The combination of Material name, Norms/Standards, Material-No., Material symbol and VDA

mes135:Warnin
[ ing] classification is not consistent with the value in the list .

[mes136:Warning] | The material norm starting with comma(”,”) is invalid.

[mes137:Warning] The material norm terminating with comma(”,”) is invalid.

[mes138:Warningl | You cannot input commas(”,”) successively nor input space between two commas(”,”).

[mes139:Warning] Wildcard($) must be replaced by the correct character. (Space is the invalid character)

Wildcard(@) must be replaced by the correct character or deleted. (Space is the invalid

[mes140:Warning] character)

When specifying the range of substance potion, both the minimum value and the maximum value
[mes141:Error] o
are required input

[mes142:Warning] | Could not convert JAPIA ID [Substance].

[mes201:Error] External list not found. Please put the external list in the same folder as JAPIA sheet is in.
[mes203:Error] External list import error. Please make sure if the external list is correct.

[mes204:Error] This External list is not registered in JAPIA sheet. Please check the version of External list.
[mes205:Error] This External list is not valid. Please contact the requester.

[mes206:Error] The format of External list in JAPIA sheet is not valid.
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5.2 Macro Setup

After entering the password to start the JAPIA Sheet, if the following “Message bar” related to the behavior

of Excel macro is not displayed, it is possible to change the setup of Excel macro with the following way.

Notice: Follow the internal security policy for setting up Macro.

¥ The following windows used for explanation are Excel 2010.

!' Security Warning

| -

Security Warning  Macros have been disabled.

Some active content has been disabled. Click for more details.

Enable Content

Enable Content

(1) Setup the ‘Disable Trusted Documents’ first. (Please work in the order of the following screens)

| [Protected View] - Micrasoft Excel o @B
Home  Inset  Pagelayout  Formulas  Data  Review  View (7]
I save N —
Information about . =
B savens
& open 1
-
al
= . Protected View
N
F | I e L This file anginated from an Internet location Properties ~
- and might be unsafe . XE
Enable v - )
You shauld anly enable editing if you trust .
Title
Recent Edting the contents of the file N
ags
Categane
MNew Vie
prink Related Dates
i
Last Modified
Created
Last Printec
Help
Related People
= K Last Maodifiecl By
" 2

Option

Excel Options

Relatad Documents
(3 open File Locatian

Show All Properties

21

General
Formulas
Fraofing
Save
Language

Advanced

Customize Fibbon
Qui ollyar

Al

Trust Center ‘|

3

@ Help keep your documents safe anel your computer secure and healthy

Protecting your privacy

Microsoft cares abaut your privacy. For more Informatian about haw Microscft Excel helps to protect your privacy, please
seethe prvacy statements.

Learn imore about proteding your privacy and security from Office com

lcrasoft Trustworth Computing

Mhicrosoft Excel Trust Center

The Trust Center CoNtains SeCurity and privacy settings. These semngs help keep your computer
secure We recommend that you da nat change these settings. Trust Center Settings...

Trust Center

4

Trust Center

Settings. ..
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2%

Trustec Publishers

Trusted Do ouments
Trusted Locations
‘Waming: Trusted Documents open withaut any security prompts for macros, Activell contrals and ather types of adive
[ — cortent in the document. For a Tusted Document, you will not be prompted the nest time you open the document, sven if
new active content was added to the document or changes were made to existing adive contant. Therefore, you should only
Acld_ins trust documents if you trust the source.

Activell Settings

Mara Settings
Clear all Trusted Documents so that Hey|
Frotected View \

Message Bar 5

Trusted Documents

Frivacy Opoons

Disable Trusted Documents

g

Click the “OK” button to close the window.

(2) Next, setup the ‘Disable all macros with notification’.

™ B R RAE; [Protected View] - Microsoft Excel = B8

Home Insert Page Layout Formulas Data Review View <@ 0 (=T

I save
B saveas

Information about . gl ]

Protected View

This file onginated fram an Internet location Properties ~
and might be unsafe.

Size 20.0KB
Ena_ble You shauld anly enable editing if you trust Title =
Recent Editing the contents of the file e )
—— ags |

Protected View Settings cat
Categaories lone
Mew \ o .
Learn maore about Protected View

Related Dates
Print
Last Modifiec 200807
anel Created 200007

Last Printed lever

Halp

Related People

K .
Last Madlified By
Ed Exit 2

Related Documents

opt i on [} ©Open File Location

Show All Properties
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Excel Dptions 2lx|

General
! @ Help keep your documents safe and your computer secure and healthy
Formulas
Fraafing Protecting youn privacy
Save Mirosoft cares about your privacy. For more information about how Microsoft Excel helps to protect your privacy, please
see the privagy statements
Language
91 Show the Microsoft Escsl privacy statem=nt
Advanced Office.com prvacy statement

Customer Evpenience Improvemsnt Program

Lustomize Ribbon

Quick Access Toolbar Setity & moie
Addid-Ins Learn mare abolit proteding your privacy and security fram Office com
Trust Center Microsoft Thustworthy Computing

Ihorosoft Excel Trust Center

The Trust Center contains security and privacy settings. These secongs help keep your computer
secure. W recommend that yau da not changs these settings. Trust Cenber Settings...

3

Trust Center 4

Trust Center Settings...

o |

20

Trusted Publishers

Trusted Locations w
Trusted Documents For macros in documents not in a trusted location:
Add-ins Disable ajl macros without notification

Activel Settings © Disable all macros with notification <—~ 6
1Macto Setings | Disable all macros except digitallycinned marenc

Enable all macros inot recommen)  Disabhle all macros with notification

Message Bar

External Content Developer Macro Settings

File Black Setting \

| Trust access to the YBA project object model

Pvacy Opoons

Macro Settings

)

4

Click the “OK” button to close the window. With this, the procedure completes.

X If it isn’t possible to change the setup or a change method differs, consult with your IT staff in your
company.
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Frequently Asked Questions Related to JAPIA Standard Material Datasheet (JAPIA Sheet)

. Creation | Update
No Item Question Answer Date on
In principle, we will not make any new function changes in
. . . the future. However, we will revise the sheet about the
101 | | Do yo: |ntend.:g Ir’?/lvl:l)sse the dréta S,het‘;t n following contents and items. May 1,
: enera ?uiﬁ?;’?ance wi upgrades in the -New chemical substance regulations 2020
’ -Change of application codes
- Update of registered committee materials
Is it possible to reply with IMDS to an In prlnc;lp(lje, it |sbretc;]wred to r(:ply with the same method as Mo 1
1.02 | General | investigation request .ﬁ?ues © on(; y he rec||ues er. bl f 2 a2y ’
in the JAPIA Standard Material Datasheet? ere are both acceptable and unacceptable requesters for | 2020
IMDS investigations. Therefore, please ask your requester.
Can you inform the password of the "JAPIA
standard material datasheet"?  We would | In case a non-JAPIA-member company in the automotive
1.03 | General like to use it although our company is not a | supply chain and its upper stream companies use JAPIA May 1,
’ member of the "Japan Auto Parts Industries | Sheet, the company at the starting point can inquire the 2020
Association and JAPIA Sheet Liaison JAPIA secretariat for the password.
Group".
You have to select one of four external list codes. You must
enter required input items, but need not enter the other
items.
1: Registered category (The same part number is
inputted)
2.01 Input Can you tgll me the way how to enter an 2: Registered category (A past investigation has been May 1,
method Investigation flag? 2020
reported.)
[You must enter part weight.]
3: Supplied part: [You must enter part weight.]
4: Supplied material: [You must enter part and material
weight.]
Input Can you tell me the way how to enter data N May 1,
2.02 method | on supplied parts or materials? You have to use an Investigation flag for entry. 2020
If the material and substance lists do not
Input cover an appropriate item, its addition will . May 1,
2.03 method | take some time. What measure should we You should negotiate the requestor. 2020
take until the addition?
We have not defined any specific rules.
Inout D h derstandi Please refer to the japiasheet_sample_400_EN.xIsx that Mav 1
2.04 np;Jh d | n 0 y?u atve gotmmgn l:n Ierf anding rf:n,? JAPIA Sheet Liaison Group has prepared and make a ZOaZyO ’
metho OW 10 enter data about electronic parts: coordination with a requester.
—The samples of 6, 7, 10, 11 and 12 may help you.
Can you tell me the way how to enter ID
[component] and ID [material] as JAPIA You cannot omit data input. ID [component]-ID [material]
Input ; ) ) May 1
2.05 method options? are an item to refer to and use registered data when you 2020
If having entered those IDs, can | omit data | entry data to the IMDS, is not related to data checking.
input?
206 Input How should | investigate into material if itis | Please refer "How to input data 13(material)" in "Entry: May 1,
’ method | targeted instead of a part? Description" and "Data input sample" for details. 2020
You have to enter numbers beginning with one for the
2.07 Input Can you tell me the way how to enter a entire sheet. If you click Check Input Data, the system will May 1,
method | SEQ No? ) . 2020
enter automatic setting mode.
Substance Portion(Fix) ls "Mandatory” to be In the JAPIA Standard Material Datasheet, when both the
Input entered. substance portion(Minimum) and (Maximum) are entered May 1
2.08 method Does it still need to be entered even when the fixed value is automatically set after checking the data, | 2020

both the minimum value and the
maximum value are entered?

so it is not necessary to enter them.
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Regarding the stand alone part without a component,
please enter "COMPONENT PARTS" as follows.
- Part structure. : Please enter 1
Please let me know how to enter the - Other than the part structure in "COMPONENT PARTS" :
209 Input column "COMPONENT PARTS" in the case | No need for entering. May 1,
’ method | of the stand-alone part that doesn't have 2020
any component. The above entering rule is also applied to the following
case.
- In case of inputting materials directly related to delivery
part.
Some Japanese requester requests to . . .
20 | 0wt | change e materldta fom averseas | P TeGHlel e st i e oduesir Ase | iy .
’ method | norms to equivalent Japanese norms. In ! 2020
. be accepted.
this case, how should | do?
211 Input Yr\]/gf ;relzn:vg{lgztlési:fr?: .Tj;;ﬁii?:ﬁéz?ges JAPIA h'as created an original substance list (BSL) based May 1,
method . " on user's requests. 2020
material datasheet" ?
Please let me know how to enter the
Input substance data for a thermosetting resin (2 . May 1,
2.12 method liquid mixture type) used in the component. Please enter the substance data after hardening. 2020
(eg : epoxy adhesive)
For confidential substances it is all right to enter them
together as "Wild card substances (Misc., not to declare,
| cannot enter some substance data, etc.)".
because the data include the confidential However, "wild card substances (Misc., not to declare,
Input information. (eg : ink) etc.)" should be 10% or less. (If you enter more than one May 1
213 method (or I cannot get some substance data from wildcard substance in one material, the total content should 2020 ’
a supplier, because the data include the be 10% or less.) Also, according to the rules of IMDS, the
confidential information.) substances listed in GADSL cannot be treated as
In this case, how should | do ? wildcards.
If you cannot use wildcard substances, make adjustments
individually between the companies.
Filler symbols have to be input in accordance with
ISO1043. In this case, it is "ZH20" where Z means
| ) . ) ceramics and H means whiskers. However, it is not big
Input would like to know how to input fillers. roblem even if wrong filler symbol is used for substance May 1
2.14 p Please show me the way for 20% P . 9 Y y i,
y
method potassium titanate as an example research like IMDS. Numeric value means content 2020
’ (integer) in percent and one of "0", "3", "5" and "7" is usually
used for the last digit. Some companies request to use
only "0" or "5" but it is inappropriate.
The definition is as follows in the "IMDS (Recommendation)
001a".
Classification 3.1: Pure copper with a content of more
than 99 %.
nout | am sometimes puzzled by determining the trS:Iassiftic?tion 3.2: Copper fused with smaller amounts of Maw 1
2.15 | nPu classification for Copper. Please show me other metass. I ay 1.
method the difference between 3.1 and 3.2 It can be read that Classification 3.2 can be used for the 2020
’ - case of Copper 99% and below but both Classification 3.1
and 3.2 can be used for the case of Copper more than
99%. In the case that both Classification are possible to
be used, it is recommended that a supplied company
decides the classification.
As described in Operation Rule 6.2.6.D, silver paste (die
216 Input What material should | chose for silver attqc: ;dhbesivr?) contgins 8 Iarglg amopnt of S“.V?r. in May 1,
. method paste(die attach adhesive)? weig t 6, but the matrix material is resin mal_terla in 2020
adhesive. Therefore, we recommend selecting VDA
classification 6.2 "Adhesive (EP etc.)" for the material.
The following warning occurred during data
checking. How to modify the data?
[mes8: Warning] The data has been Some warnings disappears if data checking are performed
217 Input overwritten automatically by the system. twice. May 1,
’ method | Portion has been calculated with the This warning is one of them, please do the data checking 2020

Substance portion(Min., Max. and Rest) in
JAPIA OPTIONS automatically by the
system.

again.
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The following warning occurred during data
218 Input checking. How to modify the data? Please check the weight values whether or not those are May 1,
’ method [mes12:Warning] The calculated weight correct. If those are correct, you can report the data. 2020
and Weight/Weight[g/part] don't match.
The following warning occurred during data
checking. How to modify the data? .
1o | 4t | [mest0Waring] The ol amaunt rtne | 52 466 e otn oo o7 e peum o iy
’ method | maximum total amount) of one or more } 2020
) L material.
wildcard substances exceeds the limit of
10% in the material.
The following warning occurred during data
2.20 Imnztlr:o d Chﬁﬁg?ﬁdg\?vv;rt;r?;(])gzath:xids?ts;ow the Please make the data without a blank row in the data rows. gﬂozyot
blank row.
The following warning occurred during data | Please modify the Range of portion within the allowed
291 Input checking. How to modify the data? percentage. May 1,
’ method [mes113:Warning] Range of portion may However, you can report the data without modification if the | 2020
not exceed allowed percentage. range comes from a public standard.
The following warning occurred during data
checking. How to modify the data?
299 Input [mes115: Warning] The Please enter the material-substance information by May 1,
’ method | material-substance information is not found | choosing a decision branch of JAPIA Sheet function. 2020
in the external list. The value has been
deleted.
The following warning occurred during data
checking. How to modify the data? Some warnings disappears if data checking are performed
293 Input [mes119:Warning] The presence type of | twice. May 1,
’ method | process chemical has been deleted This warning is one of them, please do the data checking 2020
because any substance is not entered in again.
this row.
The following warning occurred during data
checking. How to modify the data? Some warnings disappears if data checking are performed
294 Input [mes120:Warning] The presence type twice. May 1,
’ method | of process chemical has been deleted This warning is one of them, please do the data checking 2020
because the entered substance is not again.
process chemical.
The following warning occurred during data | Some warnings disappears if data checking are performed
2.5 Input checking. How to modify the data? twice. May 1,
’ method [mes123:Warning]The unnecessary This warning is one of them, please do the data checking 2020
space has been deleted. again.
The following warning occurred during data
checking. How to modify the data?
[mes125: Warning] Two or more
materials which have same
Input Norms/Standards, Material numbers, Please marge the materials into one if those are the same May 1
2.26 method Material symbols, Content of materials. 2020 ’
post-consumer recyclate, and Substances If not, it is possible to do nothing.
(ID [material] and portion) are added to the
single component part. Please confirm
whether these materials should be merged
into one, or not.
The IMDS 001a was revised in September
Input 2013 and the entering method of glass data | If you don't have the special request from your customers, May 1
2.27 method had been changed. you can still use the old data which were created by 2020 ’
Do | have to modify the data which were previous entering method even if it is a new request.
already submitted in the past?
Why does it oceur a warning or error when Some materials (eg SPCC, SUS304) will occur a warning
28 Input IMDyS origin data with IMDSgcommittee data | Orerror due to a mismatch with the external list on the May 1,
’ method JAPIA Sheet, please enter [A] to ID [material] or reselect | 2020

is entered in JAPIA Sheet?

the material.
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2.29

Input
method

No "error" or "warning" occurs on the JAPIA
Sheet, Why is there a "warning" regarding
recycling when entering to IMDS?

Entering a range of more than 20% (e.g. 10% - 40%) for
either post-industrial or post-consumer recyclate will result
in warning during the check in IMDS.

However, Not currently supported in JAPIA Sheet
(Ver4.00).

In IMDS, the definition of recyclate has changed to a
definition that conforms to 1ISO14021 since 2012.
Please follow that definition.

<Content of post-industrial/pre-consumer recyclate>
Post-Industrial Recyclate that has been diverted from the
waste stream during a manufacturing process. Excluded is
reutilization of materials, such as rework, regrind or scrap
generated in a process and capable of being reclaimed
within the same process that generated it (home scrap
recycling)

<Content of post-consumer recyclate>

Post-Consumer Recyclate has been generated by
households or by commercial, industrial and institutional
facilities in their role as end-users of the product which can
no longer be used for its intended purpose. This includes
returns of material from the distribution chain

May 1,
2020

2.30

Input
method

Is there a way to identify a broken CSV file?
And Is there a way to restore it?

Normal CSV file

. Ver. 4.0
M

00000",*

1
ninm
[ARRRAN

Broken CSV file
= There are no marks at the beginning of sentences,

and there are,,,,,,, marks at the end of them.
JWer. 4.0 . -

e

There is no method to restore a broken CSV file, so please
consult with the survey requester and request resubmission.

(Note) If you save CSV file after opening it in Excel, the data
will be broken.

May 1,

‘| 2020

3.01

External
file

Can | enter the Material or substance data
from external file in Japanese?

You must enter the list in English mode to align with the
IMDS. You cannot enter the list in Japanese mode.

May 1,
2020

3.02

External
file

Can investigation by the GADSL cover all
automobile related industries?

The GADSL allows you to report valid data to all automobile
related industries.

You can refer the GADSL on following web site.
https://www.gadsl.org/

May 1,
2020

3.03

External
file

Can | use the material list to select the
portion of substance?

There is a function to automatically enter standard
substance data when you select a material for some
material (one of metal materials defined by JIS).

If the material data differs from actual material data, you
need to correct it.

May 1,
2020

3.04

External
file

Can you present the latest version of an
external file for investigation? Can you tell
me the timing at which to update the
external file?

The external file will be updated three times (April, July and
October) a year except when an urgent modification is
required. You should manage the external file with the date
assigned to its filename.

May 1,
2020

3.05

External
file

Is the Japanese version of the GADSL
available?

The Japanese version of the GADSL is unavailable. Various
Japanese translations of substances make it impossible to
systematically create such a Japanese version.

Only substances category is translated by JAPIA and was
put on JAPIA,CEMA,JIVA web site for reference.

May 1,
2020

3.06

External
file

Can | use an overseas material standard to
enter data?

You can use the overseas material standard if it is registered
in the JAPIA Sheet as a public standard.

May 1,
2020
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The VDA classification 5.5.2 'Textiles (in polymeric
Why does the JAMA/JAPIA Standard compounds)' defines the material shape. The JAPIA
307 External | Material Datasheet not have the VDA Standard Material Datasheet needs the material itself for May 1,
: file classification 5.5.2 Textiles (in polymeric textiles. 2020
compounds) in it's material list? So, please use the VDA classification 5.1.b 'unfilled
Thermoplastics' in the JAPIA Standard Material Datasheet.
JAPIA Sheet uses only one substance name for each
3.08 External | Why do several substance names of JAPIA 232?22?6;2& r::m;:”ggﬁ;%enn:x;sarig;&‘gﬁg)r/n:zed May 1,
’ file Sheet differ from those of IMDS? ! P . 2020

and abbreviations. So you may not find easily. In this case,
Please use CAS RN or ID [Substance] to find a substance.
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